
The name of each part

Functional Instruction

Light On/Off

Include /Exclude from Z-Wave  network using Fn switch

1.

2.

Safety Precaution

1.

2.

WallSwitch User Manual

Lamp1 icon

Lamp2 icon

Lamp3 icon

Fn switch

Fn display

Z-Wave network inclusion and exclusion

1. Include your WallSwitch in Z-Wave network
Confirm that a device must be wireless access to Z-Wave network. (Fn Display: Green LED OFF)

Set “NW Inclusion” or “Node Add” by controller.

Press Fn switch 3 times in a row to include device in Z-Wave network. (Fn Display: Green LED blinking)

Press Fn switch 3 times in a row to exclude the device from the Z-Wave network. 
(Fn Display: Green LED OFF)

Confirm that a device is included in Z-Wave network. (Fn Display: Green LED blinking)

2. Exclude your WallSwitch from Z-Wave network
Confirm that a device is included in Z-Wave network. (Fn Display: Green LED blinking)

Set “Node remove” by controller.

Press Fn switch 3 times in a row to exclude the device from the Z-Wave network. 
(Fn Display: Red LED blinking)

If the controller is not on “Node remove” status, device will automatically cancel “Exclusion”. 
(Fn Display: Green LED ON)

Confirm the exclusion of the device from Z-Wave network. (Fn Display Green LED - OFF)

3. Reset 
Use this procedure only in the event that the network primary controller is missing or otherwise 
inoperable. Press Fn switch over 10~15 sec to reset network connection information.

Do not disassemble, repair and refurbish.

Do not touch the device with wet hand.
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Certification

This product can be included and operated in any Z-Wave network with other Z-Wave certified devices 
from other manufacturers and/or other applications. All non-battery operated nodes within the network 
will act as repeaters regardless of vendor to increase reliability of the network.

 

Cabling manual

Power Factor Improvement Condenser setup

Power Factor 
Improvement Condenser

LED display

Lamp icon

Light On: Lamp icon Off

Light Off: Lamp icon On

Fn display

On : Z-Wave network inclusion is on.

On : Z-Wave network inclusion is off.

Repeat 3 times short and one long blinking: network start up.

Repeat 3 times long and one short blinking: network start to quit network.

Repeat 10 times blinking : initialize network information          

 

Power
AC 220V

Power
AC 220V

Power Factor 
Improvement Condenser

Fluorescent lamp

Ballast stabilizer
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Node Info List

Associstion

Command Class Version

COMMAND_CLASS_ZWAVEPLUS_INFO

COMMAND_CLASS_BASIC

ZWAVEPLUS_INFO_VERSION_V2

BASIC_VERSION_V1

COMMAND_CLASS_VERSION

COMMAND_CLASS_SWITCH_BINARY

VERSION_VERSION_V2

SWITCH_BINARY_VERSION_V1

COMMAND_CLASS_MANUFACTURER_SPECIFIC

COMMAND_CLASS_SWITCH_ALL

MANUFACTURER_SPECIFIC_VERSION_V2

SWITCH_ALL_VERSION_V1

COMMAND_CLASS_DEVICE_RESET_LOCALLY

COMAMND_CLASS_CENTRAL_SCENE

DEVICE_RESET_LOCALLY_VERSION_V1

CENTRAL_SCENE_VERSION_V2

COMMAND_CLASS_POWERLEVEL

COMMAND_CLASS_MULTI_CHANNEL_V4

POWERLEVEL_VERSION_V1

MULTI_CHANNEL_VERSION_V4

COMMAND_CLASS_ASSOCIATION

COMMAND_CLASS_CONFIGURATION

ASSOCIATION_VERSION_V2

CONFIGURATION_VERSION_V1

COMMAND_CLASS_ASSOCIATION_GRP_INFO

COMMAND_CLASS_FIRMWARE_UPDATE_MD_V2

ASSOCIATION_GRP_INFO_VERSION_V2

FIRMWARE_UPDATE_MD_VERSION_V2

1. Type
Role Type : Always On Slave

Device Type : Switch On/Off

 Generic : GENERIC_TYPE_SWITCH_BINARY 

 Specific : SPECIFIC_TYPE_POWER_SWITCH_BINARY 

 Icon type : ICON_TYPE_GENERIC_ON_OFF_POWER_SWITCH 

 User Icon type :  ICON_TYPE_SPECIFIC_ON_OFF_WALL_SWITCH_THREE_BUTTONS

A.

B.

2. Group
Group 1 – Lifeline

Group 2 – Button1 Binary Switch Report

Group 3 – Button1 Binary Switch Set

Group 4 – Button2 Binary Switch Report

Group 5 – Button2 Binary Switch Set

Group 6 – Button3 Binary Switch Report

Group 7 – Button3 Binary Switch Set

A.

B.

C.

D.

E.

F.

G.

Feature

Color : White



Configuration Command Class Parameter 

DescriptionParameter Function Size Default

Set notification of button status2 AKRC 1 0x01

Set control relay3 CRS 1 0x0F

Set bottom report101 GRCCS 4 0x0700

Initialize Configuration parameter255 Reset 1 0xFF

A. Parameter 2

Set switch change status of AKRC(Automatically key report control).

Configuration Value 1

7 6 5

AKRC

4 3 2 1 0

B. Parameter 3

AKRC Automatically key report control

MSB LSB

Release report set at the press of a button0 0

Report for the button pressed 0 1

1.

C. Parameter 101 (GRCCS – Group Report Command Class Setup)

KRSS (Key Report Source Select) set report key through use of Bit Mask.1.

CRS(Control Relay Select) can set control relay on, Basic Command Class (without Destination End Point) 

Switch Binary Command Class which is without Multi Channel Command Encapsulation Command..

1.

Control Relay SelectCRS

Control Relay 10x01

Control Relay 20x02

Control Relay 30x03

Control Relay Full0x0F

Configuration Value 1

7 6 5

Reserved

Configuration Value 2 Reserved

Configuration Value 3 KRSS

Configuration Value 4

4 3 2 1 0



Description (0x01 ~ 0x07)KRSS

Key1 report0x01

Key1 report0x02

Key3 report0x04

D. Parameter 255

Initialize configuration parameter.

Configuration Value 1

7 6 5

Default parameter number

4 3 2 1 0

1.

Parameter num Description

2 Initialize Parameter 2 to default

3 Initialize Parameter 3 to default

101 Initialize Parameter 101 to default

255 Reset to the default full parameter


