Delaney Hardware Z-Wave Plus Camera

Quick Installation Guide

SIS www. DelaneyHardware.com/smartlock

Setup the camera from a Smartphone/Tablet

Supported Smart phone system version

iOS iPhone ~ iPad
Requires i0OS 6.0 or later

Android Smart phone ~ Tablet
Requires Android 4.0 or Later

Download the Delaney Z-Wave Plus user manual here
www.DelaneyHardware.com/Smartlock

Z+
DELANEY Z-Wave Plus

Scan the QR code to download the software Delaney Z-Wave Plus
from App Store for iPhone/iPad

or from Android Market for Android devices.

Please also visit www. DelaneyHardware.com/smartiock

step 2. SET UP CAMERA

Please click the “ e " icon on the App and follow the instructions
to setup the camera.

Tap the camera icon to log into the camera.

Key in the administration account to log in.

The default administration account is “admin”,

the default administration password is empty (leave blank).

After logged in, tap the camera icon to play the live video.

* Notice: there are two passwords for the Z-Wave camera, one
is the administrator password, the other one is the video
play password.

ster 3. ADD A Z-Wave DEVICE

To include(pair) a Z-Wave device into the camera :

1.Set the camera into inclusion mode

a.Tap the “DEVICE" icon on the App

b.Tap 1 " and “OK"

c.A “beep” sound is generated by the camera to start the
inclusion mode

2.Set the Z-Wave device into inclusion mode
(Please check the user manual of the Z-Wave device to set the
inclusion mode)

3.When the camera recognizes the Z-Wave device, a "doo” sound
and then a success sound will be generated by the camera

* Notice : If the device failed to be added to the camera, please check
(1) If the Z-Wave frequency of the device is the same as the camera.
(2) May need to exclude the device first,please tap“-" under “DEVICE”
to do the exclusion procedure.

Start fo include

ster 4. ADD NEW ROOM

a Tap the "ROOM" icon.

b Tap "~".

c Tap "+” to add a new room.
d Name the room.

After a room is added, click the room icon to add Z-Wave
devices into the room. If there are temperature sensor and
humidity sensor in the room, the temperature and humidity
value will be displayed on the room icon.

If there is a camera installed in a room, add that camera
into the room, then the camera video will be displayed for
the room when this room is clicked in the live video display.

www. DelaneyHardware.com/smartlock
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ster 5. ADD A SCENE

Each home can create up to 20 scenes, and each scene
co sists of IF/THEN/WHEN elements.

“lIF” i the conditions that will trigger this scene, up to 6
coRditions are allowed in each scene, these conditions
could be “and/or” operated. The “IF” conditions could be
set acsording to the status of the Z-Wave devices, room
conditions or Z-Wave camera status.

“THEN” is the actions of this scene, up to 6 actions are
allowed in each scene. The “THEN” actions could be the
actions of the Z-Wave devices, room actions or Z-Wave
camera actions.

“WHEN?” allows this scene conditions to be checked
always, every day, every week or during some time period.

a Tap "+" to add a scene.

b Name the scene.

¢ Do the scene settings.
For more details, please see the
Delaney Z-Wave Plus User manual.

S D Ca r d R ecor d i n g * Note: Class 10 micro SD is prerequisite

a Insert the SD card into the camera, the yellow LED on the
camera will be blinking.

b The SD card will start to do the recording once the alarm
notification is triggered. The camera will do 5 second
pre-recording to prevent the loss of the important starting
moment.

c To enable the continuous SD card recording, please enable
it inside the camera settings.

d To playback the recorded video, tap the @ on the upper
right corner of the App and choose the “SD Card”. Choose
from the camera list and date/time to do the playback.

Alarm Notification

The App will send alarm notification when one of the following events
happen.

a When the Z-Wave device changes status.

b When the scene is triggered.

¢ When the camera event is triggered, like the sound or motion
detection.

All the trigger events can be set enabled or disabled.
Please refer to the user manual for detailed settings.

FAQs

Q1

Q2

Q3

Q4

Q5

What should | do if | have forgotten the password or the ID/Password
card is missing?

Please press the Reset button for five seconds. The camera will reset to the
factory default settings. The default video-play password is ipcam(lowercase).

What should | do if | cannot see the video remotely?

The red LED of the camera should be remain on when the camera is
connected to the Internet. If the red LED is blinking, please double check
the network connection and settings again.

| can see the video in a remote place, but the video quality is not good
and sometimes the video would disconnect and then reconnect again
by itself.

It's probably because the internet bandwidth (internet speed) is not big
enough. Please try to apply for a better internet connection from your
Internet Service Provider or decrease the bandwidth setting of the camera.

What is the default admin user name/password?
Default admin user name: admin
Default admin password is blank

Delaney Z-Wave Plus
SmartHome

for ios / Android

Where to download the latest Delaney Z-Wave Plus App?
Please scan the QRCode or visit www.DelaneyHardware.com/Smartlock

More FAQs, please visit www.DelaneyHardware.com/Smartlock
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1. Install App and Camera

1. Downloadthe Delaney Z-Wave Plus app from the iOS App Store.

2. Poweronthe camera, connect the Z-Wave camera to the router with the
ethernet cable.

3. Connect your iPhone to the same router with WiFi.

4. Open Delaney Z-Wave Plus, press "+" button

Name your home

6. Press Local Search



Add controller

Manual Input
Smart WiFi Setup >

Scan QR code >

Press searched camera's|D

Local search

001001255 10.0.6.219

002230200 10.0.6.86

003198178 10.0.6.151

004075123 10.0.6.235

004225139 10.0.6.237

005122032 10.0.6.192

005194038 10.0.6.186
8. Type passwords, the default password is ipcam



Manual Input Done

007083068

Password

9. Presstheadded home, will ask administrator username and password, the
default username is admin with no password

Administration

Please enter your administrator
username and password

Cancel

espace

10. Forsecurityreason, please change default password and remember it.



Using default password is
unsafety, please enter your
new admin account &
password.

admin

Cancel
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2. Z-Wave
Z-Wave Device Type: Central Controller
Z-Wave Role Type: Central Static Controller

Z-Wave Function:

1. Inclusion (Add):
Pressing the "+" button will let camera into inclusion mode 30 seconds. User can
now trigger the device's node information frame to add to the camera's Z-Wave
network. See picturesbelow:
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Remove other device

color bulb3
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P

ROOM: unassigned
Add a device

Exclusion (Remove):

Pressingthe"Remove otherdevice"(Whennodeviceaddedtocamera)or”-"
button will let camera into exclusion mode 30 seconds. User can now trigger the
device'snodeinformationframetoremove device fromany Z-Wave network.
See pictures in Inclusion section.

Remove/Replace Failed Node:

When an added node is judged as a inactive node(three times operation fail or

24hours got no response), fresh the device page and press = button will
show Remove/Replace dialog, follow on-screen instructions.



4.

Device +

power plug
ROOM: unassigned

Remove / Replace this Z-
Wave device

Remove

Replace

Cancel

Learn Mode:

Go to "Home Settings" B > camera settings" > "Admin" > "Z-Wave
administration” page, click "Z-Wave Learn Mode" will put camera into learn
mode, it can include camera into an existing Z-Wave network.

Note thatthis function may let cameraworks as "secondary controller” or
“inclusion controller" in another existing network, just start inclusion mode or
controller shifton another controller, then start camera learn mode, after
inclusion, camerawill replicate node information from another controller.
Since our design is based on "primary controller”, we recommend that you just
use our camera as "primary controller".

=) =
Camera settings < Z-Wave administrator

Sensor & Record Z-Wave Learn Mode

Admin Z-Wave Reset



5. Reset:
Go to "Home Settings" > "Camera settings" > "Admin" > "Z-Wave administrator"
page, click"Z-Wave Reset" willreset Z-Wave Settings. Allnodesaddedto
camerawillberemoved. See picturesinLearn Mode section. See picturesin
Learn Mode section.

Z-Wave configuration:
1. Association group:
I Support 1 associationgroup.
. Grouping identifier: 1, Lifeline.
iil. Maximum number of devices that can be added to the group: 1.
V. Whenreset, Device ResetLocally Command ClasswillsendtoLifeline
node ID.

2. Device Detection:

Added device will detect automatically, users can control it(on/off, change color,
lighting, etc.) and watchinformation(battery, meter, etc.) via Delaney Z-Wave
Plus GULI.

3. Differentbrands’' Z-Wave enabled device can be added and be used normally.
Added devices will show on device list. All non-battery powered nodes can act
as repeaters regardless of manufacturers.

4. Basic Command:

Basic command is useful in a scene.

5. Replication:

Controller can transmit protocol replication data automatically.

About Security:

Thiscontrollerisasecurityenabled Z-Wave Plusproduct. Ifnecessary, itwilluse
encrypted Z-Wave Plus messages to communicate to other security enabled Z-Wave
Plus products.

BASIC SET
Forunknowndevice, pressdeviceicon E willshowon/officon, selecton/offand
press ok will sent BASIC SET 0xff/0x0.



Device

Unknown

ROOM: unassigned
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|
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Normal
Cancel

Supported Z-Wave Command Classes:
COMMAND_CLASS_ZWAVEPLUS_INFO
COMMAND_CLASS_VERSION_V2
COMMAND_CLASS_ASSOCIATION_GRP_INFO
COMMAND_CLASS_ASSOCIATION_V2
COMMAND_CLASS_MANUFACTURER_SPECIFIC_V2
COMMAND_CLASS_SECURITY
COMMAND_CLASS_DEVICE_RESET _LOCALLY
COMMAND_CLASS_APPLICATION_STATUS
COMMAND_CLASS_POWERLEVEL
COMMAND_CLASS_CONTROLLER_REPLICATION
COMMAND_CLASS BASIC

Controlled Command Classes:
COMMAND_CLASS BASIC
COMMAND_CLASS_SECURITY
COMMAND_CLASS_ASSOCIATION_GRP_INFO
COMMAND_CLASS ASSOCIATION_V2
COMMAND_CLASS WAKE_UP_V2



COMMAND_CLASS_MULTI_CHANNEL _V3
COMMAND_CLASS_SWITCH_BINARY
COMMAND_CLASS_SWITCH_MULTILEVEL
COMMAND_CLASS_SENSOR_BINARY
COMMAND_CLASS_SENSOR_MULTILEVEL
COMMAND_CLASS_METER
COMMAND_CLASS_COLOR_CONTROL
COMMAND_CLASS_DOOR_LOCK
COMMAND_CLASS_NOTIFICATION V4
COMMAND_CLASS_BATTERY
COMMAND_CLASS_SENSOR_ALARM



1. Install App and Camera

1. Downloadthe Delaney Z-Wave Plus app from the iOS App Store.

2. Poweronthe camera, connect the Z-Wave camera to the router with the
ethernet cable.

3. Connect your iPhone to the same router with WiFi.

4. Open Delaney Z-Wave Plus, press "+" button

Name your home

6. Press Local Search



Add controller

Manual Input
Smart WiFi Setup >

Scan QR code >

Press searched camera's|D

Local search

001001255 10.0.6.219

002230200 10.0.6.86

003198178 10.0.6.151

004075123 10.0.6.235

004225139 10.0.6.237

005122032 10.0.6.192

005194038 10.0.6.186
8. Type passwords, the default password is ipcam



Manual Input Done

007083068

Password

9. Presstheadded home, will ask administrator username and password, the
default username is admin with no password

Administration

Please enter your administrator
username and password

Cancel

espace

10. Forsecurityreason, please change default password and remember it.



Using default password is
unsafety, please enter your
new admin account &
password.

admin

Cancel
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2. Z-Wave
Z-Wave Device Type: Central Controller
Z-Wave Role Type: Central Static Controller

Z-Wave Function:

1. Inclusion (Add):
Pressing the "+" button will let camera into inclusion mode 30 seconds. User can
now trigger the device's node information frame to add to the camera's Z-Wave
network. See picturesbelow:
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Exclusion (Remove):

Pressingthe"Remove otherdevice"(Whennodeviceaddedtocamera)or”-"
button will let camera into exclusion mode 30 seconds. User can now trigger the
device'snodeinformationframetoremove device fromany Z-Wave network.
See pictures in Inclusion section.

Remove/Replace Failed Node:

When an added node is judged as a inactive node(three times operation fail or

24hours got no response), fresh the device page and press = button will
show Remove/Replace dialog, follow on-screen instructions.



4.

Device +

power plug
ROOM: unassigned

Remove / Replace this Z-
Wave device

Remove

Replace

Cancel

Learn Mode:

Go to "Home Settings" B > camera settings" > "Admin" > "Z-Wave
administration” page, click "Z-Wave Learn Mode" will put camera into learn
mode, it can include camera into an existing Z-Wave network.

Note thatthis function may let cameraworks as "secondary controller” or
“inclusion controller" in another existing network, just start inclusion mode or
controller shifton another controller, then start camera learn mode, after
inclusion, camerawill replicate node information from another controller.
Since our design is based on "primary controller”, we recommend that you just
use our camera as "primary controller".

=) =
Camera settings < Z-Wave administrator

Sensor & Record Z-Wave Learn Mode

Admin Z-Wave Reset



5. Reset:
Go to "Home Settings" > "Camera settings" > "Admin" > "Z-Wave administrator"
page, click"Z-Wave Reset" willreset Z-Wave Settings. Allnodesaddedto
camerawillberemoved. See picturesinLearn Mode section. See picturesin
Learn Mode section.

Z-Wave configuration:
1. Association group:
I Support 1 associationgroup.
. Grouping identifier: 1, Lifeline.
iil. Maximum number of devices that can be added to the group: 1.
V. Whenreset, Device ResetLocally Command ClasswillsendtoLifeline
node ID.

2. Device Detection:

Added device will detect automatically, users can control it(on/off, change color,
lighting, etc.) and watchinformation(battery, meter, etc.) via Delaney Z-Wave
Plus GULI.

3. Differentbrands’' Z-Wave enabled device can be added and be used normally.
Added devices will show on device list. All non-battery powered nodes can act
as repeaters regardless of manufacturers.

4. Basic Command:

Basic command is useful in a scene.

5. Replication:

Controller can transmit protocol replication data automatically.

About Security:

Thiscontrollerisasecurityenabled Z-Wave Plusproduct. Ifnecessary, itwilluse
encrypted Z-Wave Plus messages to communicate to other security enabled Z-Wave
Plus products.

BASIC SET
Forunknowndevice, pressdeviceicon E willshowon/officon, selecton/offand
press ok will sent BASIC SET 0xff/0x0.
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Supported Z-Wave Command Classes:
COMMAND_CLASS_ZWAVEPLUS_INFO
COMMAND_CLASS_VERSION_V2
COMMAND_CLASS_ASSOCIATION_GRP_INFO
COMMAND_CLASS_ASSOCIATION_V2
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COMMAND_CLASS_SECURITY
COMMAND_CLASS_DEVICE_RESET _LOCALLY
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COMMAND_CLASS_POWERLEVEL
COMMAND_CLASS_CONTROLLER_REPLICATION
COMMAND_CLASS BASIC

Controlled Command Classes:
COMMAND_CLASS BASIC
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COMMAND_CLASS WAKE_UP_V2
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