
38959 / ZW6306 

Number Size Name Values 

19 2 Alternate Exclusion 
0 (Default) - Disabled  

1 - Enabled  

20 2 Inclusion Configuration 

1 (Default) -Sensor will send 
out Notification 

2 - Sensor will send out 
Notification and Basic Report 

21 2 
 

Reverse detection of wet/dry  

1 (Default) - Normal 
detection(water detected) 
2 -Reverse detection(dry 

detected) 

22 2 Temperature Report Interval (When battery operated) 

60 (Default) - Hourly 
5...60 - Minutes 
360 - 6 Hours 
720 - 12 Hours 

1440 - Daily 

23 2 Battery Report Interval 

5...60 - Minutes 
360 - 6 Hours 
720 - 12 Hours 

1440 (Default) - Daily 

50 2 

Low Temp Alarm 
Notification type: Heat = 04 

Under limit event = 06 
Under limit non-event = 00 

-4...122 = -4F to 122F 
33 (Default) - 33F 

51 2 

High Temp Alarm 
Notification type: Heat = 04 

Over limit event = 02 
Over limit non-event = 00 

-4...122 = -4F to 122F 
104 (Default) - 104F 

52 2 Temperature Report Interval (When USB operated) 
60 (Default) - Hourly 

5…360 - Sent every 5 
minutes, up to 6 hours 

53 2 Tamper Alert Configuration 

1 (Default) - Red LED 
continuous flash and beeps 
2 - Red LED flashes once, 

continuous beeps 
3 - Red LED continuous flash, 

no beeps 
4 - Red LED flash once, no 

beeps 
5 - No LED, no beeps 

 


