
In-Wall Receptacle

Z-Wave Device Type Identifiers:

Z-Wave Role Type : 

Always On Slave (AOS)

Z-Wave Command Class :

Z-Wave Command Class Version Controlled Supported Supported S2

        Application Status - NO YES NO

        Association Group Info 3 NO YES YES

        Association V2 2 NO YES YES

        Basic V2 2 YES YES YES

        Central Scene V3 3 No YES YES

        Configuration V4 4 NO YES YES

        Device Reset Locally - NO YES YES

        Firmware Update Meta-Data V5 5 NO YES YES

        Manufacturer Specific V2 2 NO YES YES

        Powerlevel - NO YES YES

        Scene Activation - NO YES YES

        Scene Actuator Conf - NO YES YES

        Security S2 - NO YES NO

        Supervision - NO YES NO

        Switch Binary V2 2 NO YES YES

        Transport Service V2 2 NO YES NO

        Version V3 3 NO YES YES

        Z-Wave Plus Info V2 2 NO YES NO

       Indicator 3 NO YES YES

       Multi-Channel Association 3 NO YES YES

ON/OFF Power Switch

GENERIC_TYPE_SWITCH_BINARY

SPECIFIC_TYPE_NOT_USED

ROLE_TYPE_SLAVE_ALWAYS_ON


