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1. Objective

The objective of this document is to describe the new Z-Wave Plus® v2 lock offerings by
Spectrum Brands, Inc. These locks will be the next generation Z-Wave® locks that will
encompass the different lock brands that are available from Spectrum Brands, Inc.

1.1 Lock Features

The Z-Wave Plus v2 lock is an advanced battery operated FLiRS Z-Wave device, offering more functionality then
the existing Z-Wave Plus lock. The lock will also provide a more straightforward systQ;;rn integration along with a
more straightforward network interface. This will give the installer and system integrator a better experience with
the lock.

The Z-Wave Plus v2 lock is based off of Silicon Labs” ZGM 700 series Z-Wave system in package, offering the
latest SDK available. Of the command classes offered, it will contain the@test versions, attemptmg to provide a

more complete interface to the lock. n 3 % -

The functionality of the lock will also be provided through a standardization of the Z-Wave specifications. Most of
the previous proprietary lock controls no longer exist in this lo k,‘!hus prov1d1ng an easier therface for integration
and end customer use. 5

1.2 Security Enabled ( i

The Z-Wave Plus v2 lock will offer both S2 security. It is highly recommended that this product only be
implemented in an S2 secure environment, even ﬂmugh for backward compagibility, it will still offer SO security.

It will also provide SmartStart. This should.adlew those building up mstalls to easily include these locks into the
systems. It is also recommended that dkstnbutors and installers take} advantage of the SmartStart technology.

v

1.3 Z-Wave® Interoperability Device & i

.
To assure interoperability, each Z-Wave product must pags a stringent conformance test to assure that it meets the Z-
Wave standard for complete%ompliance with all other devices and controls. The Z-Wave identity mark assures
consumers, integrators, ¢ealers and manufacturers that their products will reliably perform with any other Z-Wave
device. And, regardless of the vendor, always powered nodes may act as a repeater for Kwikset/Weiser/Baldwin
products.” 4
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2. Recommendations

This section will provide some recommendations that may assist with the overall user experience
from the latest Z-Wave Plus® v2 offerings.

2.1 Notifications

The lock is designed to notify a controlling device of any changes that occur locally to the lock, without the
controlling device’s knowledge. It will offer these notifications via the lifeline association group, allowing up to 5
devices to receive these messages. These notifications center around lock usage such as locking / unlocking, user
codes, battery life, etc. ¢

Upon a power cycle, if the lock is already included within a network, it will send out a door lock operation report
and a battery report, separated by 30 seconds.

The lock will also send battery reports every so often, whenever the battergis reduced by 10 percent. This, will
hopefully, allow the controlling device to keep track of battery percentages during the lifetime of the-lock.
§ D 4

For a list of notifications provided, please refer to the notification section for details.
o L
2.2 Communications ¢ )
All locks are battery operated FLiRS devices. They are get to wake up every second in order to locate a beacon for
any required communication. With the availability oinxﬁcations, it is recommengeded that communications to the
lock be limited and be performed when necessary. The lock will attempt to keep controlling devices updated
whenever something changes locally. q s

Using the latest ZGM system in package, batfery power is used sparingly, but extending battery life is always
desirable. i

q b
For some set requests, such as doorJock operation set (not wrappéd inside a supervision message) and user code set,
the lock will respond with a repgrt message notifying thejcontrolling device of the lock’s response. With regards to
the door lock operation set, if the lock is already at the requested setting, a report message will be sent right away. If
the lock is required to operak the motor in order to satisfy the request, the report will be returned after the time
needed to satisfy the reqgtest. This time period may BE anywhere from 1 second to 5 seconds depending on battery
life. If a door lock jam occurs, due to the retries, the time period may take up to 15 seconds to report back.

2.3 System Time .

The locks have the capability of keeping track of system time. This allows systems to implement lock side
scheduling. Lock side scheduling has advantages of keeping access control up to date, even during power outages.

If lo€Rside scheduling is tg be used, some recommendations are required. First recommendation is to have the
cjntrolling device set up the system time during inclusion mode. This is a good time, especially during initial setup
arld probing, to get the time programmed into the lock. Second recommendation is to have the controlling device
keep the system timeup to date in the lock. It is requested that the controlling device set the time once per month in
the lock. This willjtake care of any drift that may occur in battery operated devices. It is also requested that, upon
determination that'the lock was power cycled, the controlling device set the time in the lock. Since it is battery
operated, it will lose the time setting once the batteries are removed.
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3. Command Classes
This section shows the command classes that are available for the Z-Wave Plus v2 locks.
Application Command Class Version Security Level
AntiTheft 2 S2 /S0
Basic 2 S2 /S0
Configuration 4 b S2 /80
Door Lock 4 - S2 /S0
Door Lock Logging 1 S2/S0
Notification Q.8 S2/50.
Schedule Entry Door Lock 3 S2 W
User Code ‘.i’ 2 ) S2/80
&
q
Management Command Classes Version Security Level
Association ( w2 S2/.50
Association Group Information 3 S2/ S0
Battery q g 1 S2/S0
Devici Réset Locally L\ - ’ 1 S2/ S0
Fi‘rmware Update MD ' 5 S2/ S0
<‘Indicator ur 3 S2/ S0
7 Manufacturer Specifie’ 2 S2/S0
« Multi-Channel lf‘&ssociations 3 S2/ S0
g Time Parameters 1 S2/ S0
‘ Version S2/ S0
‘ pn J—W;ﬁ;e Plus Info 2 None
". o Transport Encapsulation CC Version Security Level
i Security SO 1 None
Security S2 1 None
Supervision 1 None
Transport Service 2 None
Network-Protocol CC Version Security Level
Power Level 1 S2/ S0
Spectrum Brands Confidential Page 6 of 15 13 Oct. 20
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4. Lock Specific Descriptions

This section will cover descriptions that are specific to Spectrum Brands, Inc. Z-Wave Plus v2 locks. These
descriptions further help describe expectations with regards to how the lock responds to certain requests and
situations.

4.1 Manufacturer Specific

The lock provides extra details within the Manufacturer Specific command class. For the Manufacturer Specific
Report, the following information is provided. For model specific values, please see th@QR code for the particular

lock.
L.
Parameter Kwikset 869 Kwikset 892 Kwikse‘t 893 Weisen,
e GED1800
Manufacture ID 00 90 00 90 0090 9090
Product Type ID 08 11 08 11 ‘_‘v - 0811 ) 08 11
Product ID 23 A8 03 A8 13 A8 v 06 A8
d
’ 2

e

For the Device Specific Get, when requesting ttherial Number, the progr?med SKU number will be provided.
When requesting a Pseudo Random number, a UUID value will be provided.

For a Device ID of 00 or 02, the information provided will be a PseudorRandom number that is unique to the device.

b
For a Device ID of 01, the information g)rovided will be the Serial Number, which in the case of the device will be
the programmed SKU number. ¢ ’ >

.

|
4.2 Door Lock o -

The lock supports X4 of the Door Lock Command) Class. This version provides extensive control surrounding the
door lock function®

The following*@0or lock modes are sup?orfed:
. I‘oor Unsecured — 0x00 -

“o"" Door Unsecured giFth tifeout — 0x01
F

‘ e Door Secured —

Prior to using the Door Unsecured with timeout functionality, the timeout value is required to be set using the Door
Lock Conﬁguratiofl Set command. If the Door Unsecured with timeout request is received by the lock and the Lock
Timeout valygjs Zero, the lock will convert the request to a Door Unsecured request.

In order for an unlock with timeout or an auto relock function to work, the lock must have at least one user code
saved into the lock. If no user codes are present, the lock will remain unlocked until one is saved into the lock or
until it receives a lock request.

4.2.1 Lock Timeout Values

The Lock Timeout Minutes and Lock Timeout Seconds in the Door Lock Configuration Set command can be used
to setup a temporary auto lock function when a Door Unsecured with timeout request is sent to the lock. The
minimum time the lock can perform is 6 seconds, but it is requested that the timeout be set to something much
greater, allowing the user time to open and close the door.
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4.2.2 Auto-relock Time

The times allowed for the auto-relock time fields of the Door Lock Configuration Set command are as follows.
Other than a value of 0, i.e. auto-relock disabled, any other values received by the lock shall be rejected.

e 30 seconds

e 60 seconds (1 minute)

e 180 seconds (3 minutes)
e 300 seconds (5 minutes)

e 600 seconds (10 minutes) ¢

4.3 User Codes

The lock supports the User Code Command Class V2. This opens up different types of user codes allowed by the
lock. v
c

b -

4.3.1 Maximum User Codes “ y -

The lock will support up to 250 user codes with scheduling inforfgation attached. Due to 'ge high number of
maximum user codes, the extended user code set and get comfiands are available. The speCification calls out for a
maximum bulk user code set and get command to be limited to 10. The lock will handle’a Get request with up to 3
returned user codes and for a Set request with up to 3 indluded user codes. This will allow it to remain inside one S2
encapsulated packet. -~ v

4.3.2 User Code Types ¢ ~

The lock supports user code types as defined*dy-the specifications for Y2. The following types are supported by the
lock: ( )

L 4

e Available — user code slot s empty

o Enabled / Grant AccessA— user code slot has a Va‘d code and is allowed to operate the lock
e Disabled — user cocfe slot has a valid code byt is disabled and will not be allowed to operate the lock
e  Messaging — user code slot has a valid cqée and the code is used to message the controlling device only

e Passage Miode — user code slot has a valid code and the code can be used to operate the lock. No auto-
relock will occur if unlocked by this user type.

)

4

4.3.3 Keypdad modes

The<dser code keypad mode funetionality is also supported. This gives the controlling device options for
cftrolling the keypad as defined in the specifications. The following keypad modes are supported:

e  Normal mode — formal operation

£
Vacation ’node — normal operation is not available for user codes, but adding/removing is available

i y . .
e Privaey mode — normal operation is not available for user codes

Locked Out mode — all operations per keypad are not available

4.3.4 Master Code

The lock provides an interface to its master code functionality. Both setting and removing/disabling a master code is
supported. Since the master code resides in a separate location than normal user codes, the lock will allow a master
code to be the same as a user code.
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4.3.5 Checksum

The User code checksum functionality is supported. The value calculated is per the specifications. It can be used in
leu of retrieving all user codes, if the number of stored user codes is significant, in order to validate what is stored
locally on the lock.

4.4 Master Code

The lock provides a Master Code that can be used to limit access to particular lock settings. If used, the Master
Code will allow control over local adding and removing of user codes, local settings of the status LED, auto-relock
settings, and buzzer settings. When enabled, the Master Code will be required to be entered prior to performing lock
setting changes.

t

4.5 User Code Scheduling

Lock side user code scheduling is available. The only requirement is that the pafe;l keep the system time updated
within the lock. Please see section 4.7. Each user code will have 7 weekly schedules and 1 yearly schedule
available. The option for repeating schedules is also available and will talfe the place of the 7 weekly.schedules. Per
the Z-Wave Specification, once a user code has been assigned a repeati;& schedule, that schedulestype will be the
only one allowed. This means that each user code offers either 7 weekly, single day, schedules or 7 weekly
repeating schedules. The repeating schedules provide greater g‘e)ﬁbility for lock side sche(wling.

1]

4.6 Battery Alarms -
For these locks, there are only two battery alarms. These alarms will match up with existing power management
event type notifications. The two alarms are Replace Battery Soon and Replace Battery Now. The Replace Battery
Soon will be activated with roughly 10% battery fife remaining, whereas thesReplace Battery Now will be activated
when the battery level reaches 0%. At the 0% level, it will be considered too low to operate and will only allow the
door to unlock but will give an error for locT<-'1;1n§';‘.~ This notifies the userthat they should replace the batteries before

they completely run out of any power I4ft. 4
v
. ¢ o
4.7 System Time -~ ()
As was stated in a previous spction, the lock is capable offmaintaining system time, allowing lock side scheduling if

so desired. Setting the time in the lock is done usingghe Time Parameter Command Class. If so desired, this
command class can be used either for local time or for UTC time, as specified in the specification. If UTC time is
used, the controlling device should set the local time offset using the Schedule Entry Lock command class and the
Time Offset comniand.

If UTC time;A0ng with Time Offset, is used, the monthly system time update will only need to update the UTC
time. Thettime offset value will rema'i'r{ while the lock retains power. Once again, if the lock’s power is removed,

please make sure to setup both UTC and Time Offset upon power up notification.
N ‘}

4.8 Assdqciation Groups

The lock will only sup_go"!)ne association group, i.e. Lifeline. It will support sending messages to a maximum of 5
nodes. The following unsolicited messages are provided:

g ¥ Command Class Command
Command Class Battery Battery Report
Command Class Door Lock Door Lock Operation Report
Command Class User Code v2 Master Code Report
Command Class Notification Notification Report

Command Class Device Reset Locally  Device Reset Locally Notification
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Command Class Indicator Indicator Report

4.9 Notification Command Class

Version 8 of the notification command class will be the only version of the notification/alarm command class that
will be supported. Notification messages are used to notify the controlling device of changes made locally on the
lock. Notification messages shall not be sent in response to requests made. When there is a user code involved with
the notification message, the slot number will be provided in a 1-byte parameter value, except for those specifically
defined to provide a 2-byte parameter value.

The following notification types are supported: ¢
e 0x06 — Access Control
e 0x07 — Home Security ¢ iy
e 0x08 — Power Management ‘,‘ gy © ’
4.9.1 Access Control Events
The following events are supported for the Access Control not'@c‘a?ﬁon t}pe: )
Event Name p Mﬁ’e
Manual Lock Operation - ~0x01
Manual Unlock Operation ¢ ~/ 0x02
RF Lock Operation SR o 0x03
RF Unlock Opera‘t‘ioél Tl " 0x04
Keypad Lock Operation (with use’r ID info) 0x05
Keypad Unlbck Operation (Wigl user ID info) 0x06
RF Not Flﬁly Locked Operation 0x08
Autdlock Operation 0x09
Auto lock Not FullLLoz.ked Operation 0x0A
Q Lock Jammed ; 0x0B
‘ - All user co'les:ieleted 0x0C
Singleu,se{‘ Code Deleted (with user ID) 0x0D
Nevi'user code added (with user ID) 0xOE
"New user code not added, duplicate 0xOF
Keypad Temporarily Disabled 0x10
New User Code ID entered (with user ID) 0x12
Entered Access code exceeds code limit 0x13
Messaging User Code Was Entered 0x20
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4.9.2 Home Security Events

The following events are supported for the Home Security Events notification type:

Event Name Value
Tampering, product covering removed 0x03
Tampering, Invalid Code Entered 0x04

4.9.3 Power Management Events

The following events are supported for the Power Management Events notification typef™

Event Name Value

{
Replace battery soon 0x0A B
Replace battery no R 0x0B e
P ry W A’ X I
410 Configuration Parameters ¢ 9 b

The Configuration Command Class allows the lock to provide extra functionality that ishot found within existing
command class controls. With the usage of the latest coqlmand classes, there are only but a few items that are not
covered that will be covered here in this command class. @

Some locks will allow configuration settings via ‘he front panel. Some of thgse configurations are not included in
command classes. They will be offered through configuration parameters within the Configuration Command Class.
The following list shows the parameters thatase available. :

4.10.1 Configuration Parameter 1 « ,A’
Parameter Name: Stams‘Ll:‘;) Control ' -
Data Length: 1 i)yte ’

Default Value: el Rt
Possible Values: - 0 — Status LED off; 1 f'étatus LED on

Description: 3
The configuration parameter 1 is a read/write parameter with a one-byte field, used to control the status LED. If set
to on, the itatus LED will show the status of the latch every 6 seconds. If set to off, the status LED will not be

ShOWie &

4. 10.4 Configuration Para)veter 2

Parameter Name: ~ —  Sound Control

Data Length: ) 1 byte

Default Value: 1

Possible Values: 0 — Sound (buzzer) is off; 1 — Sound (buzzer) is on

Description:

The configuration parameter 2 is a read/write parameter with a one-byte field, used to control the lock’s buzzer. If
set to on, the buzzer is enabled and will sound during normal events. If set to off, the buzzer is disabled, and the
buzzer sound will not occur.

4.10.3 Configuration Parameter 3

Parameter Name: User Program Button Control
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Data Length: 1 byte
Default Value: 1
Possible Values: 0 — Program button is turned off and not available for use; 1 — Program button is turned on

and is available for use.

Description:

The configuration parameter 3 is a read/write parameter with a one-byte field, used to control the user program
button. If set to on, the program button is available for user code maintenance. If set to off, the program button is
not available for user code maintenance.

4.10.4 Configuration Parameter 4 €
Parameter Name: Secure Screen Control (.
Data Length: 1 byte »
Default Value: 1 o .-
g »
Possible Values: 0 — Secure Screen is disabled; 1 — Secure Screen is enabled
Description: e ¢ )

The configuration parameter 4 is a read/write parameter with a one-byte field, used to control the secure screen
functionality on touch locks only. This parameter is notfused on non-touch locks and will be ignored. If set to
enabled, the touch screen will display the secure scre€n functionality when woken: If set to disabled, the touch
screen will not display the secure screen functiorhality when woken.

—
4.10.5 Configuration Parameter 10 . N
Parameter Name: Handing Cor@rol iy
Data Length: 1 byte & i} g
Default Value: 0 B ’

Possible Values (GET): “1 1 right-handed lock; 2 — [gft-handed lock
Possible Values (SET): 1 - run handing operation

Description: {

The configuration parameter 10 is a read/v?ﬁte parameter with a one-byte field. When this parameter is read, it will
return the handing of the lock. When-lis parameter is written, it will run a handing operation. When written with a
value of OtOl, it will cause the lock to cycle through locking and unlocking until it determines the correct handing.
It isStpgested that this operatiorroccur while the door is opened so that no obstructions will be in the way for the
oteration. After the comp}tion of the handing process, a Configuration Report message will be sent back to the
requestor. It will contain g'non-zero value for success or a zero value for failure.

4.10.6 ConfiguratiE,n Parameter 40

Parameter Naaae:’ Factory Default Control

Data Length: 1 byte

Default Value: 0

Possible Values: 1 — Perform a factory reset and reboot the lock; 2 — Perform a factory reset, but do not

reset the lock (production use only)

Description:
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The configuration parameter 40 is a write only parameter with a one-byte field, used to request the lock to perform a
factory reset back to its default state. This control will place the lock back to its default state. When a read is issued
for this parameter, a 0 will be returned. A Factory Reset will delete network settings from the lock but not from the
panel. Please run the Exclusion process to properly remove this lock from the network before performing a factory

reset.

4.10.7 Configuration Parameter 46

Parameter Name: Motor Load Value

Data Length: 4 bytes

Default Value: 0 ¢
Possible Values: Values range from 0x0000000 — 0OxOOFFFFFF

c

Description: B

The configuration parameter 46 is a read only parameter with a four-byte €teld. It is used to retrieve Ehe'calculated
sideload value from the last motor run that was performed. This value {§used to represent the afqunt of power
needed to run the motor, giving the opportunity to see if any resistance was encountered based on the value read
from a free running motor with no resistance. A4 higher number ifdicates that the motor had to work harder and use
a greater amount of battery power to lock/unlock. Any numbef greater than the alarm threSholds in configuration
parameters 48 and 49 is an indication that action should be taken to improve the lock oF door installation.

|
411 Anti-Theft Command Class . 4

The lock has been implemented to support the Afiti-Theft Command Class,_This allows an owner to “lock down’
this product, causing it to only work while on the network that issued the request. Per the Z-Wave Alliance, when
using this command class, it is required to regfster using the SDS14622 registry.

4.11.1 A Brief Description ( 4
The Anti-theft Command Class is used to disable a subsef of sffpported/controlled command classes in a device if
the device is being excluded and re-included into a Z-Waye network again. This command class is typically used
when installing a Z-Wave d&vice in a public location such as a hotel room or conference center. The command
class allows the user to Itk the device to the actual ZZWave network and to render it useless if it is removed from
the local network without disabling Anti-Theft. Ahother application would be to protect service provider owned
products from leaying the service providers network before they are paid for.

bl

4.11.2 Enabling==-

)
When thetock protection is enabled, the lock does NOT change any operation with respect to supported/controlled
command classes as long as the lgck stays included into the original Z-Wave network.

4.11.3 Protected Commang Classes

The following is a listef command classes that are protected when Anti-Theft is enabled.

)

- ];attery Command Class Door Lock Command Class
Configuration Command Class Door Lock Logging Command Class
User Code Command Class Notification Command Class
Time Parameters Command Class Schedule Entry Door Lock Command Class

Firmware Update MD Command Class
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4.11.4 Unprotected Command Classes

The following is a list of command classes that are not protected and will be the only command classes available
when Anti-Theft has been activated.

Version Command Class Manufacturer Specific Command Class
Device Reset Locally Command Class Indicator Command Class
Power Level Command Class Anti-Theft Command Class
Association Command Class Multi-Channel Association G()mmand Class
Association Group Info Command Class
L -
4.11.5 Setting Anti-Theft y
1. Set the Anti-Theft value to 0x01 (enable AT) A,(A ‘v -
2. Provide a Magic Code to be used later for verification i
3. The node information frame (NIF) will show all commandgelasses available ’ )
4.11.6 Disabling Anti-Theft ( > i
1. Set the Anti-Theft value to 0x00 (disable AT)
2. Provide the correct Magic Code ( ~’

3. The node information frame (NIF) will.shew all command classes ‘gvailable

4.11.7 Anti-Theft Activated ( d

| 4

-

1. NIF will show reduced list (}ﬁcgmmand classes ’

2. The Anti-Theft value W@l show 0x03 (activated AT)

4

412 Firmware Update MD Command Class

The lock provides ‘he capability of updating the firmware for both the Z-Wave application, i.e. target 0, as well as
the lock application, i.e. target 1.

b

4.12.1 Targit 0 o
Target 0 répresents the Z-Wave application layer. The OTA file format is the standard GBL file that is used by the

SiLabs’ Gecko Bootloader) When updating target 0, please use a file designated for the following
P FIRMWARE ID: )

4

0x11 PXASv

4.12.2 Targetd..”

Target 1 represents the Lock Application layer. The OTA file format is also the standard GBL file that is used by
the SiLabs’ Gecko Bootloader. When updating target 1, the firmware ID that is accepted is made up of the first byte
of the current ID, i.e. 0x45, but should not be the same as the second byte of the firmware ID. This byte represents
the firmware version number. For example, if the current firmware is equal to 0x45 0x1C, the GBL file used to
update should not be equal to Ox1C. To update the current 0x45 0x1C, an example would be the following:

0x45 0x00

Spectrum Brands Confidential Page 14 of 15 13 Oct. 20




36C uim Hardware &
. Brands Home Improvement Rev 201

4.13 Indicator Command Class

The Indicator Command Class is included to assist with identifying the lock. It will provide Indicator ID 0x50,
Node Identify. For Indicator ID 0x50, it will provide property IDs of 0x03, 0x04, and 0x05. These will allow
control for the cycle time, cycle on time, and cycle count. When issuing a Indicator ON request with no data, the
default Node Identify routine will run. The default Node Identify routine is defined as follows:

Buzzer will sound for 200ms
<start of cycle>
ON cycle = red status LED ON for 200ms
OFF cycle = green status LED ON for 200ms ¢

¢

<repeat cycle for 10 times>

<end of cycle>

]
Buzzer will sound for 200ms © g

. -

This equates to a cycle time of 400ms, cycle on time of 200ms, and a C}::’le count of 10. Any of ﬂgproperty IDs
may be changed as long as the cycle count remains greater than % .
e )
4.14 Basic Command Class )

-’

The basic command class is implemented per requiremefits for Lock DT Z-Wave Plus v2 products. It will NOT be
advertised in the NIF but will be available if a request:is received by the lock.

The following commands are mapped to the basié commands: =
. ')
Basic Command | Mapped Command
v
Basic Get € Doi)r Loek Op: current value, target value, duration
.

Basic Set (Value) Dobr Lock Operation Set (Door Lock Mode)

| j
Basic Report (@urrent Value == 0x00) =Door Lock Operation Report (Door Lock Mode = 0x00)

Basic Re[‘)ort (Current Value == 0xF F)" Door Lock Operation Report (Door Lock Mode > 0x00)

Al

b
-

‘ -~
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