
1. Supervision Command Class 
If the gateway sends a binary switch command and expects a state response, the appropriate 
approach would be to encapsulate the command using the Supervision Command Class 
 
2. Identity Function 
The product supports the Identify Command Class, but there is no specific functionality 
related to the Identify Command for this product 
 
3. Security 2 Command Class 

0x86 COMMAND_CLASS_VERSION 

0x73 COMMAND_CLASS_POWERLEVEL 

0x71 COMMAND_CLASS_NOTIFICATION 

0x26 COMMAND_CLASS_SWITCH_MULTILEVEL 

0x72 COMMAND_CLASS_MANUFACTURER_SPECIFIC 

0x87 COMMAND_CLASS_INDICATOR 

0x7A COMMAND_CLASS_FIRMWARE_UPDATE_MD 

0x5A COMMAND_CLASS_DEVICE_RESET_LOCALLY 

0x70 COMMAND_CLASS_CONFIGURATION 

0x85 COMMAND_CLASS_ASSOCIATION 

0x59 COMMAND_CLASS_ASSOCIATION_GRP_INFO 

0x8E COMMAND_CLASS_MULTI_CHANNEL_ASSOCIATION 

 
4. Documentation for Basic Command Class 
The Basic CC Set is mapped to the SWITCH_MULTILEVEL_SET command of the Multilevel 
Switch CC. The Basic CC Get retrieves the current dimming level, target brightness, and the 
duration required to reach the target brightness. 

 


